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RDT MODULE 
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Fig, 3 a 




START 
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AT POWER UP, TURN ON THE CURRENT SOURCES AND SWITCH THE 
MULTIPLEXERS TO CHARGE THE LOW PASS FILTERS OF THE FIRST RTD 
IN EACH OF THE FOUR BANKS. 



I 



WAIT THE PREDETERMINED TIME (WHICH IS LESS THAN THE TIME REQUIRED 
TO FULLY CHARGE THE FILTERS). 
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SAMPLE RTD #1 










SWITCH BANK 1 SOURCE TO CHARGE RTD #2 LOW PASS FILTER. 










SAMPLE RTD #4 










SWITCH BANK 2 SOURCE TO CHARGE RTD #5 LOW PASS FILTER. 










SAMPLE RTD #7 










SWITCH BANK 3 SOURCE TO CHARGE RTD #8 LOW PASS FILTER. 
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Fig. 3b 



SAMPLE RTD #10 
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SWITCH BANK 4 SOURCE TO CHARGE RTD #1 1 LOW PASS FILTER. 
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SAMPLE RTD #2 
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SWITCH BANK 1 SOURCE TO CHARGE RTD #3 LOW PASS FILTER. 
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SAMPLE RTD #5 
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SWITCH BANK 2 SOURCE TO CHARGE RTD #6 LOW PASS FILTER. 
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SAMPLE RTD #8 
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SWITCH BANK 3 SOURCE TO CHARGE RTD #9 LOW PASS FILTER. 
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SAMPLE RTD #11 
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SWITCH BANK 4 SOURCE TO CHARGE RTD #12 LOW PASS FILTER. 
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SAMPLE RTD #3 
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SWITCH BANK 1 SOURCE TO CHARGE CALIBRATION RESISTOR LOW PASS FILTER 
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SAMPLE RTD #6 
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SWITCH BANK 2 SOURCE TO CHARGE CALIBRATION RESISTOR LOW PASS FILTER 



SAMPLE RTD #9 



SWITCH BANK 3 SOURCE TO CHARGE CALIBRATION RESISTOR LOW PASS FILTER 
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SAMPLE RTD #12 



SWITCH BANK 4 SOURCE TO CHARGE CALIBRATION RESISTOR LOW PASS FILTER 



SAMPLE BANK 1 CALIBRATION RESISTOR 










SWITCH BANK 1 SOURCE TO RTD #1 










SAMPLE BANK 2 CALIBRATION RESISTOR 










SWITCH BANK 2 SOURCE TO RTD #4 










SAMPLE BANK 3 CALIBRATION RESISTOR 










SWITCH BANK 3 SOURCE TO RTD #7 










SAMPLE BANK 4 CALIBRATION RESISTOR 










SWITCH BANK 4 SOURCE TO RTD #10 












GO TO STEP #3 





Fig. 3 c 



